RIGID PAVEMENT ©u FLEXIBLE PAVEMENT

SOLID AREA INDICATES ADDITIONAL AREA
TO BE ADDED TO PAY LIMITS WHERE
STABILIZED SHOULDERS ARE USED.

SOLID AREA INDICATES ADDITIONAL AREA
TO BE ADDED TO PAY LIMITS WHERE FULL
WIDTH BASE IS USED.

EXCAVATION PAY LIMITS
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RIGID PAVEMENT Lr FLEXIBLE PAVEMENT

SOLID AREA INDICATES ADDITIONAL
EMBANKMENT WHERE STABILIZED
SHOULDERS ARE NOT USED.

SOLID AREA INDICATES ADDITIONAL
EMBANKMENT WHERE FULL WIDTH BASE
IS NOT USED.

EMBANKMENT LIMITS

FLOW LINE 2:1 GROUND L INE

GROUND LINE

VAR.
SEE PLANS

ROADWAY BACKSLOPE

LEVEE AND DITCH

ROADWAY BACKSLOPE

LEVEE AND/GOR DITCH MAY BE LOCATED BACK OF
BACKSLOPE WHEN CONDITIONS REQUIRE.

USE
DITCH ONLY WHERE INDICATED OR WHERE REQUIRED
FOR DRAINAGE.

INTERCEPTION DITCH AND/OR LEVEE

GENERAL NOTES:

SUBSURFACE LOGS OF MATERIALS OBTAINED DURING THE SOIL SURVEY FOR THE PURPODSE OF

ROADWAY BACKSLOPE CUT CLASSIFICATION MAY BE ACQUIRED FROM THE DISTRICT OFFICE UPON REQUEST

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

EXCAVATION AND EMBANKMENT
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